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• Avoid bending tapelight in sharp horizontal angles
   which may damage the LEDs.
• Field modifications are not covered by Q-Tran warranty. 
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NOTE: Q-Tran offers a full line of mounting extrusions / channels.

iQ20 LED INSTALLATION INSTRUCTION
iQ-CMP-LEAD & iQ-INLINE

  

NOTE: Always test LED operation before installing. 
 Connect LED to power supply to ensure it is 
 working properly and all non factory soldered 
 connections are secure.

Please read all instructions prior to installation and keep for future reference.
1. Product should be installed by a qualified electrician.
2. Prior to installation ensure power is off at the power supply

  center to prevent shock.
3. Use Q-Tran power supplies.
4. Suitable for Dry Locations.
5. Temp Rating: –4 degree to +113 ºF.
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Materials

• Q-Tran tests all factory soldered
   leads before shipping to ensure
   LED is working.
• Throughly clean the area where the
    tape light is to be installed.

● LED Tape light  
● Measuring Tape
● Scissors
● iQ-CMP-LEAD
● iQ-INLINE

*Confirm positive and negative
  are correct before connecting.

a iQ-CMP-LEAD: Connector joins a tape light to lead wire where no soldering is required.

b iQ-INLINE: The inline connector joins tape lights together.

*Max length 2 or more pieces of LED can be connected together is depending on the watts per foot. 
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can be trimmed to lengthas 
needed.
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NOTE: Not to be used inside extrusions


